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Ordering data

VA-72  -  0 

Voltage supply 
1  24 VAC, 50 / 60 Hz
3  230 VAC, 50 / 60 Hz

Valve type
10 VG7000 with threaded stem connection
82 VBF PN6 and PN10 flanged valves and VGS800W1N male threaded valves

Options
Floating models

Factory fitted accessories Manual override 230 VAC 24 VAC
00 None No X X
01 0…10 V feedback potentiometer No - X
03 2 k  feedback potentiometer No - X
20 (2) Auxiliary switches No - X
40 None Yes X X
41 0…10 V feedback potentiometer Yes - X
43 2 k  feedback potentiometer Yes - X
50 (2) Auxiliary switches Yes - X
70 (1) Auxiliary switches + (1) switch for manual

override signal
Yes - X

Proportional models (0…10 V / 0…20mA)
Factory fitted accessories Manual override 230 VAC 24 VAC

02 None No - X
06 0…10 V feedback potentiometer No - X
22 (2) Auxiliary switches No - X
42 None Yes - X
46 0…10 V feedback potentiometer Yes - X
52 (2) Auxiliary switches Yes - X
72 (1) Auxiliary switch  and Yes - X

(1) switch for auto / manual indication

Note: All models with manual override and 24 V power supply are equipped with a power cut-off switch.

Ordering procedure
The actuator can be ordered as a separate unit or
a factory fitted valve-actuator combination. Should
the latter be requested, please just add “+M” to the
end of the actuator ordering code.

For example:
Item 1 VG7203AT (valve body)

Item 2 VA-7242-1001 (actuator)

Alternatively, to order a factory fitted combination.
Item 1 VG7203AT (valve body)

Item 2 VA-7242-1001+M (actuator)


