
원격제어장치 LWSU-1000 SERIES

■ 기 능

온도 및 습도의 측정값을 표시 하며 수집된 데이터를 중앙

감시반으로 보낸다.

■ 특 징

○ CHANNEL 별 SKIP 이 가능하다.

1.온도는 불필요한 CH 의 단자를 임의적으로 단락

<SHORT>시켜 해당 CH 이 표시 되지 않게 한다.

2.습도는 입력이 없을 경우 자동 SKIP 상태가 된다.

○ 온도센서 단선시는 표시기에 OPEN 으로 표시한다.

○ 단독 또는 LMRS-1000 과 SYSTEM 으로 운영 할수있다.

○ SYSTEM 으로 운영시 지역 설정이 자유롭다.

(ADDRESSIBLE SET-UP 가능)

No 기 능

1 수동 조작시 표시

2 자동 조작시 표시

3 측정치 표시

4 습도 측정시 단위표시

5 온도 측정시 단위표시

6 측정치 해당 CH 표시

7 CHANNEL UP/DN (수동조작시)

8 MODE SWITCH (AUTO/MANUAL)

■ 사 양

센서입력점수

사용센서

지시범위

지시정도

정격전원 및 소비전력

구 분 사 양

LWSU-1000A

LWSU-1000B

온 도

온 도

온 도

습 도

습 도

습 도

온도:16점

온도:11점 습도:5점

LG Ni-1000Ω at 0℃

0 ~ 10V (LWSU-1000B)

-40 ~ 140℃

20 ~ 97 %RH (LWSU-1000B)

at 0℃ ± 1℃

at 50 %RH ± 1%

AC 24V 60㎐ / 30VA

■ 세부명칭 및 기능

AC 24V

통신단자

LMRS-1000

LWSU-1000

LWSU-500

SERIES 와

병렬연결

TEMPERATURE

SENSOR

LG Ni-1000Ω

IN PORT 16 CH

AC 24V

통신단자

LMRS-1000

LWSU-1000

LWSU-500

SERIES 와

병렬연결

TEMPERATURE

SENSOR

LG Ni-1000Ω

IN PORT 8 CH

TEMPERATURE

SENSOR

LG Ni-1000Ω

IN PORT 3 CH

HUMIDITY

SENSOR

0 ~ 10V

IN PORT 5 CH

■ CONNECTIONS DIAGRAM

(MODEL : LWSU-1000A) (MODEL : LWSU-1000B) ■ DIMENSIONS in mm

PANEL CUT-OUT

(LWSU-1000A / LWSU-1000B)

SIDE VIEW

  

 


